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TASK 01
TURN PLGR ON / OFF
Turn PLGR ON







Turn PLGR OFF
-
Insure power source is applied



-
Press Key #0 “OFF” (twice) to defeat shutdown timer.

-
Press Key #1


<END OF TASK>
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TASK 02
TURN LIGHT ON / ADJUST LIGHT BRIGHTNESS

Turn Light ON







Adjust light brightness 

-
With PLGR ON






-
Increase brightness

-
Press Key #1








-
With PLGR ON

-
Hold key #1 in and press key #2 (light will increase in brightness while Key #2 is pressed)












-
Decrease brightness












-
With PLGR ON

-
 Hold key #1 in and press key #5 (light will decrease in brightness while Key #5 is pressed)

<END OF TASK>
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TASK 03
KEY PAD OPERATIONS
1.
FIELD

A field is an area of the display having a specific type of information or indication.  Some fields are for display of information only, and cannot be selected.  Other fields may be selected, then changed or acted on.

Example:  
MENU/SETUP page 5


2.
CURSOR
The cursor shows the current selected field.  The cursor is viewed on the display screen as a blinking field, or the double-arrow symbol (for the paging field “(P”)

3.
SELECT
Select a field by using the Left-arrow (() or Right-arrow (() key to position the cursor on that field.

4.
SCROLL
Scroll a page or a field by using the Up-arrow (() or Down-arrow (() key.  When the cursor is on the paging field “(P” scrolling changes display pages.  When another field is selected, scrolling changes the content of the field.

5.
FUNCTION FIELD
A function field causes a specific action (function) to be performed when the field is activated by pressing the Up-arrow or Down-arrow key.  Examples of function fields are: ACTIVATE, CLR, SAVE, QUIT.

6.
ACTIVATE

Activate is to cause a selected function field to perform that function by pressing the Up-arrow (() or Down-arrow (() key to ‘activate” the function.

7.
CONTROL MODE

Control mode allows access to displays via the MENU, WP, POS, NAV, and MARK keys

8.
NUMERIC MODE

Numeric mode allows the direct entry of numeric data.  In numeric mode, when the ( symbol is displayed, the field may be scrolled.  When the ( symbol is not displayed, direct numbers may be entered.

<END OF TASK>
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TASK 04
MENU KEY

1.
Pressing the MENU key displays the system menu.  The menu consists of three display pages.  Pressing the MENU key again shows another menu display

Press the Menu Button the First Time


Press the Menu Button the Second Time

Press the Menu Button the Third Time


· Menu (page 1)  Functions:

· STATUS – Provides system, battery, antenna, satellite, and other status information

· SETUP – Allows user to select operating mode, coordinate system, units, and other operating and display parameters.

· INIT – Allows user to initialize position, time, date, user-defined datum, crypto information.
· TEST and HELP.

· Menu (page 2)  Functions:

-
DATA-XFR; SV-SEL; DOP-CALC; ALERTS; SINCGARS; KO1-18.

-
Menu (page 3)  Functions:
-
CUSTOM NAV – Allows user to customize navigation displays
<END OF TASK>
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TASK 05
CONFIGURE PLGR FOR NTC OPERATIONS (MENU / SETUP)

-  Press the MENU Key one time (MENU page 1)

-  Press the Right-arrow (() one time, “SETUP” field blinks

-  Press the Up-arrow (() or Down-arrow (() key to ACTIVATE the “SETUP” field function.  (enter into the MENU/SETUP pages)
-  Insure the following fields are set as indicated below:

· Page 1

· SETUP MODE: = CONT
· SV-TYPE: = mixed
Next: press the Right-arrow (() key to position the cursor on the paging field “(P”
Press Up-arrow (() to more to the next “SETUP” page

· Page 2

· SETUP REHEARSAL “disregard and press Up-arrow (() to more to the next “SETUP” page”

· Page 3

· SETUP APPROACH “disregard and press Up-arrow (() to more to the next “SETUP” page”

· Page 4

· SETUP OPPERATOR ID “disregard and press Up-arrow (() to more to the next “SETUP” page”

· Page 5

· SETUP BULLSEYE: = OFF
· Page 6

· SETUP AUTOMARK MODE: = OFF
· “disregard rest of page, press the Right-arrow (() key to position the cursor on the paging field “(P”
and press Up-arrow (() to more to the next “SETUP” page”

· Page 7

· SETUP I/O SERIAL: = Standard
· HAVEQUICK: = Off
· 1PPS: = Off
· Page 8

· SETUP DTM: = WGD
· TIMER: = 5 min
· Page 9

· SETUP ELHold: = automatic
· TIME: = Loc=Z-0700
· ERR: = FOM
· Page 10

· SETUP MAGVAR TYPE: = Calc
&
deg
· Page 11

· SETUP UNITS: = MGRS-New  &
 English
· ELev: = feet
 &  MSL
· ANG: = Deg
 &  Mag
<END OF TASK>
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TASK 06
CONFIGURE NAVIGATION PAGE / (MENU / CUSTOM NAV)

-  Press the MENU Key three times (MENU page 3) or until “CUSTOM NAV” appears on screen alone in the upper left corner
-  Press the Down-arrow (() key to ACTIVATE the “CUSTOM NAV” field function.  (enter into the MENU/CUSTOME NAV pages)
-  The screen should appear as example below


-  Change the screen to appear as example below


-  When complete, press the POS key (8) to save the settings

<END OF TASK>
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TASK 07
ALIGN NAVIGATION SCREEN WITH CUSTOM NAVIGATION SETTING / NAV KEY

** There must be waypoints loaded in the GPS when the NAV key is pressed.  If in question – press the MARK key twice to add the MARK001 waypoint.

1.
Press the NAV key to bring up the nav displays.  The first page selects the display mode, nav method, and destination waypoint.  More pages are available to display the various waypoint nav.  

Example:

2.
First field: SLOW; 2D FAST; 3D FAST; CUSTOM. 

3.
Second field: DIRECT; CRS TO; CRS FROM; RTE; APPROACH.

4. Third field: WP??? when selected scrolls waypoints in numeric order

5.
Forth field: ( “The up and down arrowheads” when selected scrolls waypoints in alphabetical order.


Example:


6.  Change the first field to “CUSTOM”

7.  Change the second field to “CRS TO”


Example:

-  Next: press the Right-arrow (() key to position the cursor on the paging field “(P”
Then press the POS key (8) to save the setting

<END OF TASK>
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TASK 08

ADDING WAYPOINTS / WP KEY

1.
Pressing the WP key brings up the waypoint menu display.

· Waypoint menu options and Functions:

· ENTER – Enter the position, identifier,  datum, and magnetic variation of waypoints
· EDIT – Edit or review the position, identifier, datum, and magnetic variation of waypoints.

· COPY – Copy position, datum, and magnetic variation data from one waypoint to another.
· SR-CALC; RNG-CALC; DIST.

· CLEAR – Clear from memory a single waypoint or a range of waypoints.
· ROUTE – Link together the legs of a route using defined waypoints.

2.  To add waypoints:

· Adding the current location as a waypoint

· Press the MARK key once (remember the blinking waypoint number in the upper right corner)

· Press the MARK key again to record the current location as MARKnnn where nnn equals the blinking waypoint number in the proceeding step

or

· Method number 2: Copy an existing waypoint to a new waypoint slot.  Then rename the new waypoint and change the grid appropriately (this is the easiest method because the map sheet information is copied and not manually inputed)
· Copy an existing waypoint to a new waypoint slot:

· Press the WP key

-
Press the Right-arrow (() key to position the cursor on the COPY field

-
Press the Up-arrow (() or Down-arrow (() key to ACTIVATE the COPY field

Example:
-
Press the Right-arrow (() key to position the cursor on the ACTIVATE field

-
Press the Up-arrow (() or Down-arrow (() key to ACTIVATE the ACTIVATE field and save a copy of WP001 to a new waypoint numbered WP002 and named COPY002

· Rename the new waypoint and change the grid appropriately

· Press the WP key

-
Press the Right-arrow (() key to position the cursor on the EDIT field

-
Press the Up-arrow (() or Down-arrow (() key to ACTIVATE the EDIT field

-
Press the Right-arrow (() key to position the cursor on the alphabetical waypoint sort function symbol “(”


Example:
-
Press the Up-arrow (() or Down-arrow (() key to scroll alphabetically through waypoints until you find “COPY002”

-
Press the Right-arrow (() once to move to the waypoint name field “COPY002”

-
With the waypoint name field “COPY002” blinking press the Up-arrow (() or Down-arrow (() key to begin editing the waypoint name

-
With the first letter “C” of the waypoint name field “COPY002” blinking press the Up-arrow (() or Down-arrow (() key to change the letter to the desired letter. (example: TAA-1, RESUPPLY, BSA, CAR, LZ-1, PZ-1)

-
Complete the above process until the correct name is established

· *** NOTE: Insure the ZONE NUMBER 11S (see TM page 3-28) is selected for NTC

· ** NOTE: 100,000 METER SQUARE for NTC is either NV or NU
· Press the Right-arrow (() once to move to the 100,000 METER SQUARE field “NU” and edit

· Press the Right-arrow (() once to move to the EASTING field “45867” and edit

· Press the Right-arrow (() once to move to the NORTHING field “98614” and edit

-
Press the Right-arrow (() key to position the cursor on the paging field “(P”
· Press the Up-arrow (() or Down-arrow (() key to save the edited changes

<END OF TASK>
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TASK 09
NAVIGATING TO WAYPOINTS / NAV KEY

-
Press the NAV key

Example:


-
Press the Right-arrow (() key to position the cursor on the alphabetical waypoint sort function symbol “(”

-
Press the Up-arrow (() or Down-arrow (() key to scroll alphabetically through waypoints until you find “WADI-1”

Example:
-
Press the Right-arrow (() key to position the cursor on the paging field “(P”
-
Press the Up-arrow (() or Down-arrow (() key to move to the CUSTOM NAVIGATION PAGE configured in TASK 06

*** NOTE: As you begin to move, steering directions and ground track (heading) information is displayed
** NOTE: In the example below the data is indicating 

-
In order to reach WADI-1, steer 144 o to the left

-
The current heading is 114.2 o

-
And range to WADI-1 is 16.52 statute miles.  (Measurements of less than a mile are displayed in feet – 1 mile = 5,200 ft)

Example:
<END OF TASK>
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TASK 10
POS KEY

1.
Pressing the POS key brings up the position display.  The position display is four pages (five when bullseye is turned on) that display current position, time, speed, satellite tracking status, current datum, magnetic variation, operator identification (ID), and bullseye position (when turned on).  Pressing and holding the POS key for approximately two seconds causes the way point to change track mode from FIX to STBY and back. 

2.
Most important page is page 1.  This page can be identified by displaying your current grid position.
       Example:  

Example:

<END OF TASK>
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TASK 11
MARK KEY

1.
The MARK key is used to activate the MARK waypoint selection page.  On this page the first unused waypoint is automatically selected for storage.  

2.  To mark present position, press the MARK key once to activate and twice to store position.  This allows the current position to be stored as a waypoint.  The MARKed waypoint is stored with the label MARKnnn.  Where nnn is the chosen waypoint number.

<END OF TASK>
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TASK 12
CHANGING CONFIGURATION TO AA-akl BATTERY POWER

MENU/STATUS/BATTERY


-
Select AA-Alk

<END OF TASK>
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TASK 13
___________________________

<END OF TASK>






















 
.

TASK 14
___________________________

<END OF TASK>
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Fields available are shown in bold and underlined


1. Datum Field


	- “WGD” will blink when selected / can be changed with key 2 or 5


2.  Time Field


	- “5 min” will blink when selected / can be changed with key 2 or 5





(move(		  (select


STATUS		   SETUP


INIT			     TEST


HELP		      <more> P





DATA-XFR		  SV-SEL


DOP-CALC		ALERTS


SINCGARS		  KOI-18


CRYPTO	      <more> P





CUSTOM NAV








			      <more> P





SETUP		DTM: WGD


WGS-84


AUTOMATIC OFF


 TIME: 5 min	       (P





WP/FOM		 PAGE 01


STR2d


TRK


RNG		    		   (P





WP/FOM		 PAGE 01


blank


blank


blank		    		   (P





SLOW			DIRECT


WP001	   (     MARK001


CRS  346.0o  M	    


				         (P





SLOW			DIRECT


WP001	  (      MARK001


CRS  346.0o  M 


				         (P





Waypoint Name





Waypoint Number





CUSTOM		CRS TO


WP001	   (     MARK001


CRS  346.0o  M	    


				         (P





Fields 1 and 2 correctly changed





COPY


WP001	to    002





ACTIVATE		QUIT	  





WP001	(	WADI-1


11 S		MGRS-New


NU 45867e	96814n


+01588ft	CLR	(P	  





CUSTOM		CRS TO


WP002	   (        TAA-1


CRS  346.0o  M	    


				         (P	  





CUSTOM		CRS TO


WP001	   (        WADI-1


CRS  346.0o  M	    


				         (P	  





WADI-1			   FOM 1


STR     (144o	


TRK     114.2 o M


RNG	16.52 mi   	   (P





CONT			   FOM 1


11S			  MGRS-New


NV 29189e	01785n


Elh +02468ft	    		 (P
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