

DAKF11-99-R-1008



Page 1 of 1

TE C.2-5-SPEC

Boiler Plants Operational Proceduretc "TE C.2-6-SPEC"


BOILER PLANTS OPERATIONAL PROCEDURE;
Operating Visit Requirements

OUTPUT CAPACITY OF
MAXIMUM OPERATING
FIRED

 FREQUENCY OF

PLANT BTU PER HOUR
     
PRESSURE (PSI)
BY

OPERATIONAL VISITS

Up to 360,000


15 Steam

Gas

1 every 2 hours

360,000 to 1,700,000

15 Steam or

Gas

1 every 2 hours

30 Water

1,700,000 to 5,000,000

15 Steam or

Gas

1 every 2 hours




30 Water

Oil

1 per day

3,500,000 to 14,000,000 over 
15 Steam or

Gas

1 every 2 hours

30 Water 

NOTE:  ATTENDANCE REQUIREMENTS, 24 hours per day.

BOILER WATER TREATMENT SYSTEM TOLERANCE

TESTS





BOILER WATER RANGE
 
*Polymer/Ligni




Light to Medium 3/M

 *Hydroxide (OH)(Causticity)


20 to 200 parts per million

 *Sodium Sulfite (Na SO)



20 to 40 parts per million

 *Phosphate (PO)




30 to 60 parts per million

*Dissolved Solids by Conductivity
3400 to 3,900 parts per million
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