PLGR Quick Start (CARD)

ADDING WAYPOINTS / WP KEY

1.  To add waypoints:

· Adding the current location as a waypoint

· Press the MARK key once (remember the blinking waypoint number in the upper right corner)

· Press the MARK key again to record the current location as MARKnnn where nnn equals the blinking waypoint number in the proceeding step

or

· Copy an existing waypoint to a new waypoint slot.

· Press the WP key

-
ACTIVATE the COPY field

-
ACTIVATE the ACTIVATE field

Example:
-
new waypoint numbered WP002 and named COPY002

· Rename the new waypoint and change the grid appropriately

· Press the WP key

-
ACTIVATE the EDIT field

-
Scroll / Identify correct waypoint to edit

-
With the waypoint name field “COPY002” blinking press the Up-arrow (() or Down-arrow (() key to begin editing the waypoint name

-
With the first letter “C” of the waypoint name field “COPY002” blinking press the Up-arrow (() or Down-arrow (() key to change the letter to the desired letter. (example: TAA-1, RESUPPLY, BSA, CAR, LZ-1, PZ-1)

Press the Right-arrow (() key to position the cursor on the EDIT field

· *** NOTE: Insure the ZONE NUMBER 11S is selected for NTC

· ** NOTE: 100,000 METER SQUARE for NTC is either NV or NU
-
Press the Right-arrow (() key to position the cursor on the paging field “(P”
· Press the Up-arrow (() or Down-arrow (() key to save the edited changes

NAVIGATING TO WAYPOINTS / NAV KEY

1.
Press the NAV key

Example:

-
Scroll / Identify correct waypoint

-
Press the Right-arrow (() key to position the cursor on the paging field “(P”
-
Press the Up-arrow (() or Down-arrow (() key to move to the CUSTOM NAVIGATION PAGE

*** NOTE: As you begin to move, steering directions and ground track (heading) information is displayed
** NOTE: In the example below the data is indicating 

-
In order to reach WADI-1, steer 144 o to the left

-
The current heading is 114.2 o

-
And range to WADI-1 is 16.52 statute miles.  (Measurements of less than a mile are displayed in feet – 1 mile = 5,200 ft)

Example:
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